
Installation Guide

Operational Notes 
1. After unpacking, inspect products for damage. If any problems are present, please contact

2. Switch off the power supply when installing or changing the light.

3. Make sure the product

4. A mechanical ventilation or cooling system is required to maintain the termperature within the grow space
below 95℉ when the luminaires are in operation. 

5. Suitable for wet location, not for use with dimmer.

7. Installation should be carried out by a relevantly qualified electrician or technician.

8. Risk of electrical shock. To reduce the possibility of serious injury, always take the proper precautions and unplug

the fixture before moving of cleaning.

9. To prevent eye damage, avoid looking directly at the unshielded LEDs.

10. LED and heatsink surfaces may be hot. Allow sufficient cooling time before handling.

Component List 

Installation Instruction 

Step 1  
Hanging Option 

①   the hook-clips on the light. ② Hang the light on the support structure. 

Anchors Screws Hook-clips 

Power cord with plug 

  Stratum 20 Series
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is powered with 120-277Vac and 50/60Hz.

Linking cord

Attach



 

 
 
Mounted Option  
① Unscrew the hooks of the clips. Drill holes in an overhead structure. For drywall or similar materials, insert 

anchors. Screw through the clips' holes into the structure or anchors. 
 
 
 
 
 
 

 

② Install the light onto the two clips. 
 
 
 

 
 
 

 

 

Step2 
① Connect the AC cord with plug to the  power, and insert the power cord into the light. 
Notes: Please ensure that the city power is cut off,when the electricity is connected. 
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AC

Two lights can link directly, max linking less than 20pcs for 120V(40pcs for 240V), and attach the endcap to the last light. 

Or use the linking cord to link multiple lights together, max linking less than 20pcs for 120V(40pcs for 240V), and attach the 
endcap to the last light. 


