
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Solark KC Product Specifications:  TG100B4-V3L-28-D4-K0BP6 

Max. Power Consumption  1000W 

Max. Output  2800 µmol/s 

Efficacy at 100% Power  2.8 µmol/J 

Max. PPFD  1900 µmol/m2/s 

Primary Spectrum Channel  White + Red 

Secondary Spectrum Channels  UVA, Blue, Far-Red 

Max White + Red Output  2775 µmol/s 
Max UVA, Blue, and Far-Red
Outputs  

270 µmol/s each 
(810 µmol/s total) 

Max. Daisy-Chaining (w/ cords) 240V: 3 Lights / 277V: 4 Lights 
277V: 4 Lights Typical Coverage Area 4’x4’ flower / 5’x5’ veg 

Mounting Height Over Canopy 6-18 inches 

Length x Width x Height  45” x 45” x 2.5” 

Input Voltage 100-277V 

Dimming Dials or RS-485 

Projected Service Life  50,000 Hrs.                   
 
 
 

                    PENDING 

Waterproof Bars & Driver IP66 

Warranty  5 Years 

https://totalgrowlight.com/
https://totalgrowlight.com/free-light-planning/
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