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FOR FREE LIGHT PLANNING

TOTALGROW™ UCL 150

UNDERCANOPY
LIGHTING, OVER
THE TOP YIELDS

PRODUCT DETAILS

The TotalGrow UCL 150 is thoroughly
crafted around undercanopy and related
applications.

The dimmable, efficient, powerful light
output with ideal intracanopy light
spectra is delivered where needed most
to complement top lighting and take
yields and quality to the next level.

Convenient and reliable connectivity
and mounting take the complexity and
headache out of undercanopy lighting.

Trust the support of the TotalGrow
Lighting experts and service team
along the way!

* Increase yields and bud grades in lower plant layers

+ Maximize benefits and mitigate risks with 15SOW of power at

high 2.8-3.0 ymol/J efficacies in a high-red or a balanced full
spectrum

+ Easily implement, operate and work around the sturdy,

rugged UCL light bars

Product Number

TG15B-HOP-
28-D1-E8UBC

TG15B-H1M-
30-D1-E8UBC

Spectrum Mid-Red (50%) High-Red (80%)
Power Consumption 150W 152W

Output 421 pymol/s 457 pmol/s
Efficacy 2.8 umol/J 3.0 pmol/J
Dimming O-10V

Length x Width x Height

43 x 2.3 x 2.5 inches

Weight

5 Ibs.

Input Voltage

120-277V

Daisy-Chain Limit

8 (120V) / 15 (240V) / 18 (277V)

Projected Service Life

50,000 hours

Warranty

5 years
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Waterproof

IP65

Intertek
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UNDERCANOPY STANDS AND MOUNT/ POWER, LINKING, AND DIMMING CABLES
SUSPENSION KITS AVAILABLE AVAILABLE TO MATCH YOUR SETUP
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USAGE GUIDELINES

Every application is unique, and our lighting experts will gladly provide you with a detailed, custom light
plan (contact info@totalgrowlight.com). However, the following represents typical usage and best practices:

* Maximize top-lighting first.
- High-powered top-lights provide the most economical and convenient light.
« Add 1 or 2 UCL 150 lights per 4’x4’ area for a moderate or maximum impact (20-50% of top-light power).

- For example, with ~T000 PPFD from top-lights, adding 1 UCL per 4x4 adds 25% more light and
2 UCLs per 4x4 adds 50% more light.

- Space lights evenly; uniformity matters.
» Avoid excessive red intensities.
- Use mid-red model for dense plants, minimal plant-to-light space, and highest intensity setups.

- Use high-red model with more light distribution space and lower to mid total intensities. High-red
offers higher electrical and higher potential photosynthetic efficiencies but risks photobleaching.

» Adjust other environmental and nutritional settings when adjusting lights.

- Light-induced growth increases must be supported by water and nutrition increases. Monitor
room temperature and VPD as these conditions change as well.

- All lights emit some heat. Maintain ample airflow and maintain space between lights and plants.
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