www.totalgrowlight.com

VISIT TOTALGROWLIGHT.COM
FOR FREE LIGHT PLANNING

TOTALGROW™ SOLARK KC 250

+ 250W at 2.8-3 pymol/J to drive yeilds with 400+ PPFD

O PTl M |Z E D + 3-Channel spectral tuning: White/Red +/- Blue & Far-Red
VE RTICAL FARM - Steer crops between expansion/biomass growth &

dense/potent growth for any stage, size and goals

LIGHTING

TotalGrow service

PRODUCT DETAILS

The TotalGrow Solark KC features multiple
high-intensity, dynamic-spectrum light bars
in a thin form factor to evenly distribute the
ideal intensities and wavelengths of light.

The 3-channel tunable spectrum is designed
around the most useful spectral ranges for
vertically farmed produce crops like leafy,
leafy greens, herbs, and small fruiting plants.

- Consider extra far-red with low blue until
the canopy is closed to rapidly increase
photon-capture efficiency..

- Increase blue & reduce far-red to prioritize
pigmentation, flavors/smells/potencies,
thickness, hardiness, and internode tightness

Trust the support of the TotalGrow Lighting
experts and service team along the way!

+ Simple utilization, excellent uniformity, and dependable

Max. Power Consumption:

250W

Max. Output:

720 pymol/s

Efficacy at 100% Power:

2.8-2.9 umol/J

Max. PPFD:

480 pmol/m?2/s

Primary Spectrum Channel:

White + Red

Secondary Spectrum Channels:

Blue, Far-Red

Driver Options:

1-Light (250W), 4-Light (1000W)

1-Light Driver Input Voltage:
4-Light Driver Input Voltage:

120-277V
208-480V

Max. Daisy-Chaining (w/ cords)

120V: 6 Lights / 240V: 12 Lights

Typical Coverage Area/Fixture:

4’x4’ per Light

Mounting Height Over Canopy 8-18 inches

Length x Width x Height 45” x 45” x 2.5”

Power Factor >95

Dimming Dials or RS-485

Projected Service Life 50,000 Hrs. .
Waterproof Bars & Driver IP66 ! €nl
Warranty 5 Years rereet PENDING




TOTALGROW™ total .. grow

SOLARK KC
é N
S
3
.“DE
Q
S
2
o
400 450 500 550 600 650 700 750
[ Wavelength (nm) )

4-Fixture, TOOOW Distributed Power Setups for Reduced Costs & Components
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USAGE GUIDELINES

Every application is unique, and our lighting experts will gladly provide you with a detailed, custom light
plan (contact info@totalgrowlight.com), including incentive acquisition assistance and long-term support
tailored to your goals, opportunities, and needs.

SPECTRUM EXAMPLES
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